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§23.1199 Extinguishing agent containers.

For all airplanes with engine(s) embedded
in the fuselage or in pylons on the aft fuse-
lage the following applies:

* * * * *

§23.1201 Fire extinguishing systems
materials.

For commuter category airplanes,
the following apply:

(a) No material in any fire extin-
guishing system may react chemically
with any extinguishing agent so as to
create a hazard.

(b) Each system component in an en-
gine compartment must be fireproof.

[Amdt. 23-34, 52 FR 1833, Jan. 15, 1987; 52 FR
7262, Mar. 9, 1987]

EFFECTIVE DATE NOTE: By Amdt. 23-62, 76
FR 75760, Dec. 2, 2011, §23.1201 was amended
by revising the introductory text, effective
Jan. 31, 2012. For the convenience of the user,
the revised text is set forth as follows:

§23.1201 Fire extinguishing systems mate-
rials.

For all airplanes with engine(s) embedded
in the fuselage or in pylons on the aft fuse-
lage the following applies:

* * * * *

§23.1203 Fire detector system.

(a) There must be means that ensure
the prompt detection of a fire in—

(1) An engine compartment of—

(i) Multiengine turbine powered air-

planes;

(ii) Multiengine reciprocating engine
powered airplanes incorporating
turbochargers;

(iii) Airplanes with engine(s) located
where they are not readily visible from
the cockpit; and

(iv) All commuter category air-
planes.

(2) The auxiliary power unit compart-
ment of any airplane incorporating an
auxiliary power unit.

(b) Each fire detector must be con-
structed and installed to withstand the
vibration, inertia, and other loads to
which it may be subjected in operation.

(c) No fire detector may be affected
by any oil, water, other fluids, or
fumes that might be present.

(d) There must be means to allow the
crew to check, in flight, the func-

§23.1303

tioning of each fire detector electric
circuit.

(e) Wiring and other components of
each fire detector system in a des-
ignated fire zone must be at least fire
resistant.

[Amdt. 23-18, 42 FR 15042, Mar. 17, 1977, as
amended by Amdt. 23-34, 52 FR 1833, Jan. 15,
1987; Amdt. 23-43, 58 FR 18975, Apr. 9, 1993;
Amdt. 23-51, 61 FR 5138, Feb. 9, 1996]

Subpart F—Equipment
GENERAL

§23.1301 Function and installation.

Each item of installed equipment
must—

(a) Be of a kind and design appro-
priate to its intended function.

(b) Be labeled as to its identification,
function, or operating limitations, or
any applicable combination of these
factors;

(c) Be installed according to limita-
tions specified for that equipment; and

(d) Function properly when installed.

[Amdt. 23-20, 42 FR 36968, July 18, 1977]

EFFECTIVE DATE NOTE: By Amdt. 23-62, 76
FR 75760, Dec. 2, 2011, §23.1301 was amended
by revising paragraphs (b) and (c) and by re-
moving paragraph (d), effective Jan. 31, 2012.
For the convenience of the user, the revised
text is set forth as follows:

§23.1301 Function and installation.

* * * * *

(b) Be labeled as to its identification, func-
tion, or operating limitations, or any appli-
cable combination of these factors; and

(c) Be installed according to limitations
specified for that equipment.

* * * * *

§23.1303 Flight and navigation instru-
ments.

The following are the minimum re-
quired flight and navigation instru-
ments:

(a) An airspeed indicator.

(b) An altimeter.

(c) A direction indicator (non-
stabilized magnetic compass).

(d) For reciprocating engine-powered
airplanes of more than 6,000 pounds
maximum weight and turbine engine
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